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1. CAMERAS

1.1 | 1-CMOS HIGH-DEFINITION CAMERAS
          1/3“ CMOS HD CAMERA STEMA ECO HD
          1/2“ CMOS HD CAMERA STEMA ECO HD PRO
          1/3“ CMOS HD CAMERA STEMA PRO 1
          1/3“ CMOS HD CAMERA PRO 2S+
          CAMERA HEADS STEMA PRO 2S+

1.2 | 3-CMOS HIGH-DEFINITION CAMERAS
          3-CMOS HD CAMERA STEMA PRO2
          3-CMOS HD CAMERA STEMA PRO 2S++
          CAMERA HEADS STEMA PRO 2S++

1.3 | 4K ULTRA-HD CAMERAS
          4K ULTRA HD (UHD) CAMERA STEMA 4K PRO 1+
          4K ULTRA HD (UHD) CAMERA STEMA 4K PRO 1++
          4K ULTRA HD (UHD) CAMERA STEMA 4K PRO 2S
          CAMERA HEADS STEMA PRO 2S 4K

1.4 | ACCESSORIES

1.5 | TV ADAPTER 

1.6 | INFORMATION RECORDING MODULES 
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1.1 | 1/3“ CMOS1/3“ CMOS HD CAMERA

• High Definition camera
• Multilingual menu
• Full HD resolution
• High-Speed shutter
• 10 user settings storable

CA-001-019 STEMA ECO HD CAPTURE

Ordering no.

Technical data

Delivery contains
Camera (control unit), camera head with cable (3.05 m), operating manual, cable: mains (1), HDMI-DVI (1), HDMI (1)

Description

CA-001-018 STEMA ECO HD

CA-001-018

STEMA ECO HD

CA-001-019

WITH CAPTURE

System
Image resolution
TV resolution
Sensitivity
White balance
Shutter speed
Voltage range
Frequency
Connections

Recording (optional)

Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, Annex VIII
Dimensions
Weight

Full HD 1920 x 1080 (1080 p)
> 1000 lines
< 3 Lux (1/1.4)
Automatically with data hold
1/50 to 1/10.000 sec.
100  - 240 V (25 VA)
50  - 60 Hz
Video out terminal: 1 x HDMI
Other connections: 1 x USB (A), 1 x Remote IN (footswitch), 1x Remote OUT 
(video printer, video recorder, etc.), 1 x RJ45 (Service)
Image format: JPG 1920 x 1080, video format: Full HD 1920 x 1080
(Mpeg-4-H.264 Codec) - image rate 60 fps, connection: USB (A)
2 x T3, 15 A
I 
BF
IP 20
IEC 60601-1-2 / IEC 60601-1-1
I
360 x 125 x 351 mm (w x h x d)
approx. 4.7 kg

.......................................................................

..............................................................................

....................................................................................

...........................................................................

...........................................................................

..............................................................................

...................................................................................

...............................................................................

...............................................................

....................................................................

....................................

.................................................................................

........................................................................................

.....................................................................................

.............

...............................................................................

.....................................................................................

Camera head (usually without push buttons but can be booked separately / page 8)
Aspect ratio
Image sensor
Immersible
Dimensions
Weight

16:9
1/3“ CMOS 
Yes (using the attached cap)
36.5 x 65 mm
approx. 150 g

...............................................................................

.............................................................................

................................................................................

................................................................................

.........................................................................................

Features On-screen menu, titel generator (USB), 10 user settings storable, boost function, 
freeze function, 2.5 digital zoom
CA-001-019: with capture module (image/video)
CA-001-018: without capture module 

.....................................................................................
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Additional charge for CA-001-018 | CA-001-019:
HD Camera head with three push buttons (twice programmable
and double allocable)

1.1 | ACCESSORIES | STEMA ECO HD

CD-001-028

Ordering no. Description

https://www.stema-medizintechnik.de/de/home
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1.1 | 1/2“ CMOS1/2“ CMOS HD CAMERA

• High Definition camera
• Multilingual menu
• Full HD resolution
• High-Speed shutter
• 8 endoscope presets available

CA-001-027 STEMA ECO HD PRO

CA-001-027

Technical data

Delivery contains
Camera (control unit), camera head with cable (3.05 m), operating manual, cable: mains (1), HDMI-DVI (1), HDMI (1)

Ordering no. Description

STEMA ECO HD PRO

System
Image resolution
TV resolution
Sensitivity
White balance
Shutter speed
Voltage range
Frequency
Connections

Recording Options

Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, Annex VIII
Dimensions
Weight

Full HD 1920 x 1080 (1080p)
> 900 lines
< 3 Lux (1/1.4)
Automatically with data hold
1/50 to 1/10.000 sec.
100  - 240 V (25 VA)
50  - 60 Hz
Video out terminal: 1 x HDMI, 1 x DVI, 1 x SDI, 1 x Video
Other connections: 1 x USB (A), 1 x Remote IN (footswitch), 2 x RJ45 (Service)
Image format: JPG 1920 x 1080, video format: Full HD 1920 x 1080
connection: USB (A)
2 x T3, 15 A
I 
BF
IP 20
IEC 60601-1-2
I
360 x 125 x 351 mm (w x h x d)
4.5 kg

......................................................................

..............................................................................

.................................................................................

...........................................................................

..............................................................................

.............................................................................

...................................................................................

.............................................................................

....................................................................

......................................................................

......................................

...................................................................................

.....................................................................................

........................................................................................

...............

..................................................................................

...........................................................................................

Camera head (with push buttons)
Aspect ratio
Image sensor
Dimensions
Weight
Features

16:9
1/2“ CMOS 
38 x 79 mm
180 g
programmable and double allocable

...............................................................................

...............................................................................

..................................................................................

.......................................................................................

...................................................................................

Features White balance, On-screen menu, 8 user settings storable, boost function,
freeze function, digital zoom, with Capture module (image/video) 

....................................................................................
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Technical data

Delivery contains
Camera (control unit), camera head with cable (3.05m), operating manual, cable: mains (1), HDMI-DVI (1), HDMI (1)

• Multilingual menu
• Full HD resolution
• High-Speed shutter
• 3 user settings storable
• 2.5 digital zoom

Ordering no.

CA-001-014

Description

CA-001-014 STEMA PRO 1 CAPTURE

CA-001-012 STEMA PRO 1

CA-001-012

1.1 | 1/3“ CMOS1/3“ CMOS HD CAMERA
STEMA PRO 1

1/3“ CMOS HD CAMERA | STEMA PRO 1

System
Image resolution
TV resolution
Sensitivity
White balance
Shutter speed
Voltage range
Frequency
Connentions

Recording

Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, Annex VIII
Dimensions
Weight

Full HD 1920 x 1080
> 1000 lines
< 3 Lux (1/1.4)
Automatically with data hold
1/50 (1/60) to 1/10.000 sec.
100  - 240 V (25VA)
50  - 60 Hz
Video out terminal: 1 x HDMI, 1 x Y-Pb-Pr (Component), 1 x Video (PAL/NTSC),
1 x S-Video (PAL/NTSC), 2 x HD SDI (optional)
Other connections: 1 x USB (A) (USB-keyboard), 1 x Remote IN (footswitch),
1 x Remote OUT (video printer, video recorder, etc.), 1 x RJ45 (Service)
Image format: JPG 1920 x 1080, video format: Full HD 1920 x 1080; 
Mpeg-4 (H.264 Codec); image rate 60 fps, connection: USB (A)
2 x T3, 15 A / 2 x T3, 15 A
I 
BF
IP 20 / IP 20
EN 60601-1-2
I/I
355 x 103 x 253 mm (w x h x d)
4.5 kg

.....................................................................

..............................................................................

.....................................................................................

...........................................................................

............................................................................

..............................................................................

...................................................................................

.............................................................................

....................................................................................

......................................................................

...................................

................................................................................

........................................................................................

.....................................................................................

............

................................................................................

........................................................................................

Camera head (with push buttons)
Aspect ratio
Image sensor
Immersible
Dimensions
Weight

16:9
1/3“ CMOS 
Yes (using the attached cap)
34 x 73 mm
105 g

................................................................................

..............................................................................

...................................................................................

.................................................................................

..........................................................................................

Features On-screen menu, titel generator (USB), 3 user settings storable, boost function, 
freeze function, 2.5 digital zoom,CA-001-014: with capture module (image/
video), CA-001-012: without capture module 

....................................................................................

WITH CAPTURE
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1/3“ CMOS HD CAMERA | STEMA PRO 2S+

CA-001-040 STEMA PRO 2S+

Camera head All matching camera heads as well as the corresponding technical data
please find on page 12

Technical data

Features On-screen menu, titel generator (USB), 3 user settings storable,
capture module (image only), selective colour enhancement (SCE),
smoke reduction

Delivery contains
Camera (control unit), operating manual, cable: mains (1), MIS-Bus (1), DVI (1), stereo jack (1)

Ordering no. Description

• Multilingual menu
• Full HD resolution
• 3 user settings storable
• Automatic gain control (AGC)
• No pixel errors due to automatic pixel defect  

compensation
• Optimized settings for Laparoscopy, Arthroscopy, 

Gynecology, Urology, ENT, fiberscopes, Neuroendoscopy
• MIS-Bus interface for direct light source control via 

camera head

CA-001-040

1.1 | 1/3“ CMOS1/3“ CMOS HD CAMERA
STEMA PRO 2S+

System
Image resolution
White balance
Supply voltage
Frequency
Power consumption
Outputs

Standard
Device classification (EU) 2017/745, Annex VIII
Safety class
IP code
Directive compliance
Dimensions
Weight

Full HD 1920 x 1080
Manually with data hold
100  - 240 V AC
50  - 60 Hz
0.8  - 0.4 A
Video outputs: 2 x DVI, 2 x HD-SDI
Other connections: 1 x MIS-Bus, 2 x USB, 2 x Remote IN, 2 x Remote OUT
IEC 60601-1 2nd and 3rd
I
BF
IP21
CE-mark
295 x 100 x 355 mm (w x h x d)
4.39 kg

................................................................

......................................................................

.......................................................................

............................................................................

...........................................................

..................................................................................

.............................................................................

..............

............................................................................

..................................................................................

.........................................................

............................................................................

....................................................................................

.......................................................................

.......................................................................
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CAMERA HEADS  | STEMA PRO 2S+

1.1  CAMERA HEADS | STEMA PRO 2S+

Ordering no.

CA-001-041 CAMERA HEAD FULL HD ZOOM
Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimensions 39 x 40 x 134 mm with endocoupler
Weight 210 g

......................................

..............................

.....................................

......................................

................................

...............................

.....................................

......................................

........................................

.................................................

Ordering no.

CA-001-042 CAMERA HEAD FULL HD FIX FOCAL LENGTH

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 39 x 40 x 120 mm with endocoupler
Weight 200 g

.....................................

..............................

.....................................

......................................

........................................

...............................

.....................................

......................................

...........................................

..................................................

Ordering no.

CA-001-043 CAMERA HEAD FULL HD 90° ANGLED

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 57 x 52 x 165 mm with endocoupler
Weight 190 g

............................
.......................

............................
.............................

................................
.......................

............................
..............................

.................................
........................................

Description

Description

Description

https://www.stema-medizintechnik.de/de/home
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3 CMOS HD CAMERA | STEMA PRO2

Technical data

Features

Delivery contains
Camera (control unit), camera head with cable (3.05m), operating manual, cable: mains (1), HDMI-DVI (1), HDMI (1), Y/C (1), BNC (1)

• Multilingual menu
• Full HD resolution
• High-Speed shutter
• 3 user settings storable
• 2.5 digital zoom

Ordering no. Description

CA-001-015 STEMA PRO 2 CAPTURE

CA-001-013 STEMA PRO 2

On-screen menu, titel generator (USB), 3 user settings storable,
boost function, freeze function, 2.5 digital zoom
CA-001-015: with capture module (image/video)
CA-001-013: without capture module 

CA-001-015

CA-001-013

1.2 | 3 CMOS3 CMOS HD CAMERA
STEMA PRO 2

System
Image resolution
TV resolution
Sensitivity
White balance
Shutter speed
Voltage range
Frequency
Connections

Recording Options

Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, Annex VIII
Dimensions
Weight

Full HD 1920 x 1080
> 1000 lines
< 3 Lux (1/1.4)
Automatically with data hold
1/50 (1/60) to 1/100.000 sec.
100  - 240 V (50 VA)
50  - 60 Hz
Video out terminal: 2 x HD-SDI, 1 x HDMI/DVI, 1 x Y-Pb-PR (Component), 
1 x Y/C (PAL/NTSC), 1 x CVBS (PAL/NTSC)
Other connections: 1 x USB (A) (USB keyboard), 1 x Remote IN (footswitch),
1 x Remote OUT (video printer, video recorder, etc.), 1 x RJ45 (Service)
Image format: JPG 1920 x 1080, video format: Full HD 1920 x 1080 (Mpeg-
4-H.264 Codec)  - image rate 60 fps, connection: USB (A)
2 x T3, 15 A
I 
BF
IP 20
IEC 60601-1-2 / IEC 60601-1-1
I
360 x 125 x 351 mm (w x h x d) 
4.5 kg

......................................................................

.............................................................................

..................................................................................

..........................................................................

.........................................................................

.........................................................................

.................................................................................

............................................................................

................................................................

...................................................................

.................................

...............................................................................

.......................................................................................

...................................................................................

..........

...............................................................................

........................................................................................

Camera head (with push buttons)
Aspect ratio
Image sensor
Immersible
Dimensions
Weight

16:9
3 x 1/3“ CMOS 
Yes (using the attached cap)
38.5 x 81 mm
145 g

...........................................................................

.........................................................................

.............................................................................

...........................................................................

......................................................................................

...................................................................................

WITH CAPTURE
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System
Image resolution                                                                 Full HD 1920 x 1080 (50/60p)
White balance                                                                     Manually with data hold
Supply voltage                                                                     100  - 240 V AC
Frequency                                                                            50  - 60 Hz
Current consumption                                                         0.8  - 0.4 A
Connections                                                                         Video outputs: 2 x DVI (1080p), 2 x 3G-SDI (1080i), 1 x MIS-Bus,
                                                                                               Other connections: 2 x USB,2 x 3.5mm phone jack connectors
                                                                                               (recording/printer), 2 x 3.5mm phone jack connectors (footswitch)
Norm                                                                                    IEC 60601-1-2 / IEC-60601-1
Device classification (EU) 2017/745, annex VIII             I
Safety class                                                                          BF
IP code                                                                                  IP 21
Directive compliance                                                          CE / CE
Dimensions                                                                          295 x 100 x 355 mm (w x h x d)
Weight                                                                                  5.7 kg
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3 CMOS HD CAMERA | STEMA PRO 2S++

CA-001-050 STEMA PRO 2S++

Ordering no.

Technical data

Delivery contains
Camera (control unit), operating manual, cable: mains (1), MIS-Bus (1), DVI (1), stereo jack (1)

Description

CA-001-050

• Multilingual menu
• Full HD resolution
• 3 user settings storable
• Automatic gain control (AGC)
• No pixel errors due to automatic pixel defect  

compensation
• Optimized settings for Laparoscopy, Arthroscopy, 

Gynecology, Urology, ENT, fiberscopes, Neuroendoscopy
• MIS-Bus interface for direct light source control via 

camera head

1.2 | 3 CMOS3 CMOS HD CAMERA
STEMA PRO 2 S++

............................................................

...............................................................

...............................................................

........................................................................

....................................................

.....................................................................

.............................................................................

........

.......................................................................

..............................................................................

....................................................

.....................................................................

..............................................................................

Features On-screen menu, titel generator (USB), 3 user settings storable,
capture module (image only), selective colour enhancement (SCE), 
smoke reduction

Camera head All matching camera heads as well as the corresponding technical
data please find on page 15-16

.................................................................

.......................................................................

https://www.stema-medizintechnik.de/de/home
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CAMERA HEADS | STEMA  PRO 2S++

1.1 | CAMERA HEADS | STEMA PRO 2S++

Ordering no.

CA-001-041 CAMERA HEAD FULL HD ZOOM
Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimensions 39 x 40 x 134 mm with endocoupler
Weight 210 g

......................................

..............................

.....................................

......................................

................................

...............................

.....................................

......................................

........................................

.................................................

CA-001-042 CAMERA HEAD FULL HD FIX FOCAL LENGTH

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 39 x 40 x 120 mm with endocoupler
Weight 200 g

.....................................

..............................

.....................................

......................................

........................................

...............................

.....................................

......................................

...........................................

..................................................

CA-001-043 CAMERA HEAD FULL HD 90° ANGLED

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 57 x 52 x 165 mm with endocoupler
Weight 190 g

............................
.......................

............................
.............................

................................
.......................

............................
..............................

.................................
........................................

Description

Ordering no. Description

Ordering no. Description
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CAMERA HEADS | STEMA PRO 2S++

This camera head (1/3“ CMOS) can be used with the control units CA-001-050 and CA-001-060 only. 
Can be used only in connection with an additional TV adaptor (page 25).

CA-001-054 CAMERA HEAD FULL HD 3 CMOS ZOOM

Image sensor 3 x 1/3“ CMOS (progressive)
Sensor resolution 3 x 1920 x 1080, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Weight 330 g

.............................
......................

............................
.............................

.........................
......................

.............................
..............................

.......................................

1.2 | CAMERA HEADS | STEMA PRO 2S++

CA-001-055 CAMERA HEAD FULL HD (AUTOCLAVABLE) 

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60p
Function keys 3 individually programmable keys
Connection plug Waterproof
Reprocessing AUTOCLAVABLE
Length cable 3.5 m
Weight 230 g (without endocoupler and cable)

TECHNICAL DATA ENDOCOUPLER

Focal length 13  - 29 mm
Maximum weight 150 g
Interface endoscope Snap-on mechanism

.............................
......................

.............................
........................

.............................
..............................

.......................................

Ordering no. Description

Ordering no. Description

...............................
......................

.................
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4K ULTRA HD CAMERA | STEMA PRO 1++ / 1+

System
Image resolution
TV resolution
Signal-to-noise ratio
White balance
Voltage range
Frequency
Video outputs

Recording Options

Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, Annex VIII
Dimensions
Weight

Technical data

Features

Delivery contains
Camera (control unit), camera head with cable (3.05m), operating manual, cable: mains (1), HDMI (1)

Ultra HD 3840 x 2160
1.600 lines
54 dB
Automatically with data hold
100  - 240 V (50 VA)
50  - 60 Hz
1 x HDMI 4K (3840 x 2160), 1 x HDMI Full HD (1920 x 1080), 1 x SDI 4K
(4 x BNC  - 3840 x 2160), 1 x SDI Full HD (1 x BNC  - 1920 x 1080)
HDMI Output: 3840 x 2160 / 59.94p (50p), 1920 x 1080 / 59.94p 
(59.94i/50p/50i)
SDI Output: 3840 x 2160 / 59.94p (50p), 1920 x 1080 / 59.94p 
(59.94i/50p/50i) 
2 x T3, 15 A
I 
BF
IP 20
IEC 60601-1-2 / IEC 60601-1-1
I
360 x 125 x 351 mm (w x h x d)
6.2 kg

1.3 | 4K ULTRA HD4K ULTRA HD CAMERA
STEMA 4K PRO 1++ / 1+

CA-001-016

• Multilingual menu
• 4K UHD resolution
• Zoom and freeze function
• Smoke reduction
• 10 pre-settings for surgical application

...................................................................

...........................................................................

............................................................

......................................................................

.........................................................................

...............................................................................

...........................................................................

.............................................................

.................................................................

...................................

...............................................................................

........................................................................................

...................................................................................

..............

...............................................................................

........................................................................................

Camera head (with 4 push buttons)
Aspect ratio
Image sensor
Immersible
Dimensions
Weight

16:9
3 x 1/3“ CMOS 
Yes (using the attached cap)
43 x 85.7 mm
500 g

..............................................................................

............................................................................

...............................................................................

..............................................................................

.....................................................................................

CA-001-017

WITH CAPTURE

4K UHD resolution, Zoom, freeze, smoke correction, 10 USER Presets for surgi-
cal application, Multilingual menu, Image enhancement
CA-001-017: with capture module 
CA-001-016: without capture module (Image/Video)

..................................................................................

Ordering no. Description

CA-001-017 STEMA FOUR K PRO 1++ CAPTURE

CA-001-016 STEMA FOUR K PRO 1+

http://www.stema-medizintechnik.de
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4K ULTRA HD CAMERA | STEMA PRO 2S 4K

CA-001-060 STEMA PRO 2S 4K

Ordering no.

Camera head All matching camera heads as well as the corresponding technical data
please find on page 19-20.

Technical data

Features On-screen menu, titel generator (USB), 3 user settings storable, capture 
module (image & video), selective colour enhancement (SCE), smoke 
reduction

Delivery contains
Camera (control unit), operating manual, cable: mains (1), MIS-Bus (1), DVI (1), stereo jack (1)

Description

1.3 | 4K ULTRA HD4K ULTRA HD CAMERA
STEMA PRO 2S 4K

• Multilingual menu
• 4K UHD and Full HD resolution
• 3 user settings storable
• Automatic gain control (AGC)
• No pixel errors due to automatic pixel defect  

compensation
• Optimized settings for Laparoscopy, Arthroscopy, 

Gynecology, Urology, ENT, fiberscopes, Neuroen-
doscopy

• MIS-Bus interface for direct light source control 
via camera head

• With capture module CA-001-060

System
Image resolution
White balance
Suplly voltage
Frequency
Current consumption
Outputs

Standard
Device classification (EU) 2017/745, Annex VIII
Safety class
IP code
Directive compliance
Dimensions
Weight

Full HD 1920 x 1080
Manually with data hold
100  - 240 V AC
50  - 60 Hz
0.8  - 0.4 A
4K UHD: 4 x 3G-SDI (3840 x 2160, 50/60p) / HD: 2 x 3G-SDI, 2 x DVI 
(1080p), 1 x MIS-Bus, 2 x USB, 2 x 3.5mm phone jack (recording/printer), 
2 x 3.5mm phone jack (footswitch)

IEC 60601-1
I
BF
IP20
CE
295 x 130 x 355 mm (w x h x d)
6.6 kg

.........................................................................

..................................................................

.......................................................................

...........................................................................

.................................................................................

............................................................

...................................................................................

...................................................................................

...........

...............................................................................

.......................................................................................

.............................................................

................................................................................

.......................................................................................

................................................................................
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CAMERA HEAD
COMPATIBILITIES

CA-001-040 CA-001-050 CA-001-060

CAMERA HEAD FULL HD
3 CMOS ZOOM

CA-001-054

CAMERA HEAD FULL HD
WITH ENDOCOUPLER

CA-001-055

CAMERA HEAD 4K UHD
ZOOM

CA-001-061

CAMERA HEAD FULL HD
ZOOM

CA-001-041

CAMERA HEAD FULL HD
FIX LOCAL LENGTH

CA-001-042

CAMERA HEAD FULL HD
90° ANGLED

CA-001-043

CAMERA HEADS

CAMERAS

WWW.STEMA-MEDIZINTECHNIK.DE
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1.3 | CAMERA HEADS | STEMA PRO 2S 4K

CA-001-041 CAMERA HEAD FULL HD ZOOM
Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimensions 39 x 40 x 134 mm with endocoupler
Weight 210 g

......................................

..............................

.....................................

......................................

................................

...............................

.....................................

......................................

........................................

.................................................

CA-001-042 CAMERA HEAD FULL HD FIX FOCAL LENGTH

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 39 x 40 x 120 mm with endocoupler
Weight 200 g

.....................................

..............................

.....................................

......................................

........................................

...............................

.....................................

......................................

...........................................

..................................................

CA-001-043 CAMERA HEAD FULL HD 90° ANGLED

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60 p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Focal length f = 14.25 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Dimension 57 x 52 x 165 mm with endocoupler
Weight 190 g

............................
.......................

............................
.............................

................................
.......................

............................
..............................

.................................
........................................

Ordering no. Description

Ordering no. Description

Ordering no. Description
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1.3 | CAMERA HEADS | PRO 2S 4K

This camera head (1/3“ CMOS) can be used with the control units CA-001-050 and CA-001-060 only. 
Can be used only in connection with an additional TV adaptor (page 25).

CA-001-054 CAMERA HEAD FULL HD 3 CMOS ZOOM

Image sensor 3 x 1/3“ CMOS (progressive)
Sensor resolution 3 x 1920 x 1080, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Weight 330 g

.............................
......................

............................
.............................

.........................
......................

.............................
..............................

.......................................

CA-001-055 CAMERA HEAD FULL HD (AUTOCLAVABLE) 

Image sensor 1/3“ CMOS (progressive)
Sensor resolution 1920 x 1080, 50/60p
Function keys 3 individually programmable keys
Connection plug Waterproof
Reprocessing AUTOCLAVABLE
Length cable 3.5 m
Weight 230 g (without endocoupler and cable)

TECHNICAL DATA ENDOCOUPLER

Focal length 13  - 29 mm
Maximum weight 150 g
Interface endoscope Snap-on mechanism

..............................
.......................

.............................
.........................

..............................

..............................
........................................

Ordering no. Description

Ordering no. Description

................................
.......................

..................

CA-001-061 CAMERA HEAD 4K ULTRA HD ZOOM

Image sensor 3 x 1/3“ CMOS (progressive)
Sensor resolution 3840 x 2160, 50/60p
Function keys 3 programmable, illuminated keys
Endo coupler Standard ocular, lockable
Parafocal zoom f = 14.25  - 28 mm
Connection plug Waterproof
Reprocessing STERRAD® compatible
Length cable 3.5 m
Weight 330 g

.............................
......................

............................
.............................

.........................
......................

.............................
..............................

.......................................

Ordering no. Description
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CAMERA | ACCESSORIES

1.4 | CAMERA | ACCESSORIES FOR ALL STEMA CAMERAS

CD-010-006 USB stick (32 GB) for use with all STEMA cameras

CD-010-005 Foot switch

CD-010-007 Basket for all STEMA camera heads

CD-010-003 Keyboard waterproof, German layout

CD-010-004 Keyboard waterproof, US layout

Ordering no. Description

Ordering no. Description

Ordering no. Description

Ordering no. Description
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CAMERA | TV ADAPTER

1.5 | CAMERA | TV ADAPTER

All STEMA TV adapters are soakable and with a C-Mount (standardized threaded connection)
for an optimal compatibility.

CD-001-037 TV adapter HD Zoom (automatic coupling), f = 15-35 mm

Ordering no.

CD-001-019 Beam-splitter, f = 18 mm

Ordering no.

CD-001-046 TV adapter HD, f = 18 mm

Ordering no.

Ordering no.

CD-001-021 TV adapter HD, f = 28mm

CD-001-024 TV adapter HD, f = 25mm

CD-001-034 TV adapter HD, f = 21 mm

CD-001-023 TV adapter HD, f = 14 mm

Description

Description

Description

Description

STEMA ECO | STEMA PRO 1 | STEMA PRO 2
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CAMERA | TV ADAPTER

CD-001-040

CD-001-042

CD-001-041

CD-001-043

CD-001-044

TV adapter 4K UHD, f = 14 mm

TV adapter 4K UHD, f = 22 mm

TV adapter 4K UHD, f = 18 mm

TV adapter 4K UHD, f = 25 mm

TV adapter 4K UHD, f = 28 mm

Ordering no.

CD-001-045 TV adapter 4K UHD Zoom, f=15-30mm

Ordering no.

All STEMA TV adapters are soakable and with a C-Mount (standardized threaded connection) for an
optimal compatibility.

1.5 | CAMERA | TV ADAPTER

Description

Description

STEMA 4K PRO 1++ / 1+
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CAMERA | INFORMATION RECORDING MODULE

1.6  INFORMATION RECORDING MODULE

Recording time (approximately)

MPEG4 (H.264)

BIT rate

USB-Stick - 4GB

USB-Stick - 16GB

USB-Stick - 32GB

USB-Stick - 64GB

USB-Stick - 128GB

USB-Stick - 256GB

1920 x 1080p / 60fps

24 Mbps (best quality)

22 Minutes

1 Hour 30 Minutes

3 Hours

6 Hours

12 Hours

24 Hours

2 Hours 15 Minutes

9 Hours

18 Hours

36 Hours

72 Hours

144 Hours

45 Minutes

3 Hours

6 Hours

12 Hours

24 Hours

48 Hours

1920 x 1080p / 60fps

12 Mbps

1920 x 1080p / 60fps

4 Mbps

Recording time (approximately)

MPEG4 (H.264)

BIT rate

USB-Stick - 4GB

USB-Stick - 16GB

USB-Stick - 32GB

USB-Stick - 64GB

USB-Stick - 128GB

USB-Stick - 256GB

1920 x 1080p / 60fps

24 Mbps (best quality)

20 Minutes

1 Hour 25 Minutes

3 Hours

6 Hours

12 Hours

24 Hours

2 Hours 10 Minutes

9 Hours

18 Hours

36 Hours

72 Hours

144 Hours

44 Minutes

3 Hours

6 Hours

12 Hours

24 Hours

48 Hours

1920 x 1080p / 60fps

12 Mbps

1920 x 1080p / 60fps

4 Mbps

The information concern the recording modules of the following cameras:
STEMA ECO / STEMA PRO 1 / STEMA PRO 2 / STEMA FOUR K PRO 1

The information concern the recording modules of the following cameras:
STEMA PRO 2S+ / STEMA PRO 2S++ / STEMA PRO 2S 4K
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WE COVER THE FOLLOWING AREAS IN SURGERY WITH HIGH QUALITY PRODUCTS

ARTHROSCOPY

BRONCHOSCOPY

GASTROENTEROLOGY

ENDOSCOPY

ENT

LAMINECTOMY

LAPAROSCOPY

MICROMOTOR SYSTEM

OMS

PROCTOSCOPY

THORACOSCOPY

UROLOGY

SPINE

CONTAINER SYSTEMS

STERILIZATION
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