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CB-004-002 STEMA LED 1

System
Lamp
Colour temperature
Lifetime
Light guide connection
Setting light intensity
Video In
Other connections
Supply voltage
Frequency
Device protection
Protection class (acc. IEC 60601-1)
Safety class
IP code
Standard
Device classification (EU) 2017/745, annex VII
Dimensions
Weight  

LED 2500: LED CRI 70 m
Daylight quality  - 6.500 K
>20.000 hours
STEMA, Storz
Automatic and manual
1 x Video, BNC
Service (RJ45)
100  - 240 V (130 VA)
50  - 60 Hz
2 x T3.15 A
I
BF
IP 20
IEC 60601-1-2
I
360 x 125 x 251 mm (w x h x d)
5 kg

Technical data

Delivery contains
Light source (control unit), operating manual, cable: mains (1), BNC (optional)

Ordering no. Description

2.1 | LED LIGHT SOURCES
STEMA LED 1
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LED LIGHT SOURCES | STEMA LED 1 

CB-004-002

• Low noise
• Daylight quality
• Low heat conduction
• Electronical light control via buttons
• Waterproof control panel

RECOMMENDED PRODUCTS

High perfomance fiber optic light cable, Ø 4.8 mm, length 230 cmCK-001-012

CK-010-001 Fiber optic light cable adapter, scope side STEMA / Storz / Olympus / Stryker

CK-010-011 Fiber optic light cable adapter, unit side STEMA / Storz 

https://www.stema-medizintechnik.de/de/home
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